
Barbed Wire and Staples

Tensile Line Wire (mm) Barbing Wire (mm) Twist Typical Roll Length 
(metres)

Mild Steel 2.50 2.00 Conventional 200

High Tensile 1.60 1.45 Reverse 200 to 2000

High Tensile 2.00 1.90 Reverse 200 to 2000

Tensile Line Wire (mm) Barbing Wire (mm) Twist Typical Roll Length 
(metres)

600-750N/mm2   2.00 2.00 Conventional 200

Specification (mm) 20/25kg 10kg 5kg 1kg 0.5kg

20 x 2.00 ✔ ✔ ✔ ✔ ✔

25 x 2.65 ✔ ✔ ✔ ✔ ✔

30 x 3.55 ✔ ✔ ✔ ✔ ✔

40 x 4.00 ✔ ✔ ✔ ✔ ✔

50 x 5.00 ✔ ✔ ✔ ✔ ✔

60 x 6.00 ✔ ✔ ✔ ✔ ✔

Galvanised to BSEN 10244-2 Class A, Hampton’s staples are available in plain or barbed format.

Plain Barbed

Barbed Wire

Stainless Steel Barbed Wire T304

Staples
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HAMPTON STEEL, BRITISH WIRE FENCING YOU CAN TRUST

High Tensile
Mild Steel

Plain Barbed
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